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Concrete Stone & Tile
            CONCRETE PAVER SPECIFICATIONS
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Description:
This specification covers the requirements for the manufacturing of Interlocking Concrete Pavers.

Material:
1) All Interlocking Concrete Pavers shall be in accordance with specifications listed herein and as shown on drawings.  The product shall be supplied by Concrete Stone & Tile Corporation, PO Box 2191, Branchville, NJ 07826, (PH. 973-948-7193, Fax 973-948-2771) or equal.

2) Paver shape, size and color will conform to the specification described:

Pavers shall have spacement tabs.

Shape___            _____________________
Thickness___________________________
Color________________________________

3) Materials used to manufacture Interlocking Concrete Pavers shall conform to the following:

· Cement – ASTM C150 Portland Cement Type I

· Aggregates – ASTM C33 Washed graded sand and 100% crushed natural aggregate.

· Coloring Agent – Shall be color iron oxide pigment

· Manufacturing – Shall take place on Hess Multi-Layer or Board Machines.

Physical Requirements (ASTM C-936)
1. Compressive strength – the average compressive strength shall not be less than 8000 P.S.I.

2. Resistance to Freeze Thaw Cycle – dry weight loss not to be greater than 1% of weight when subjected to 50 cycles of freezing and thawing.

3. Absorption – the average absorption of test samples shall not be greater than 5%.
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